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175 Micron (7 mil) Velvet/Very Fine Matte Polycarbonate
Dura-Go™ substrates are Indigo-licensed and were jointly developed by Hanita Coatings,
Tekra Corporation and Indigo to create the premier product line of film substrates for
Indigo digital presses.

Our proprietary primer coatings provide a number of benefits, including:
Reliable, superior ink adhesion
High definition of colors
Long shelf life, guaranteed to print for one year after purchase when stored at 
less than 72F and less than 50% relative humidity.

The Dura-Go coating is highly resistant to weathering/degradation:

    
  Units Test Conditions 
Weatherability 2 Months Outdoor 
 24 Months Indoor 
Dish Washer pass N/A 1.5 hours, top cycle 
Water and 200 Hours 65% RH at 80F 
Chemical Resistance 200 Hours Distilled Water at 90F 
 2 Hours Water + 2% detergent at 150F 
 24 Hours Ethanol at 75F 

Makrofol polycarbonate applications typically include uses such as nameplates, automotive
graphics, product identification and durable labels.  These films offer superior mechanical,
thermal, electrical and optical properties for applications requiring high clarity/low haze,
improved heat resistance or reduced glare.



Makrofol physical data include: 
 

  Measure Unit Conditions 
Dimensional Stability <0.2% shrinkage N/A 230 degrees F 
Density 0.0433 lb./cu. in. N/A 
Tens ile Strength 11,600 psi N/A 
Elongation at Break 100% N/A N/A 
Dielectric Constant 3.1 N/A N/A 
Youngs Modulus 330,000 psi N/A 

 
Thermal properties include the ability to withstand temperatures up to 284ºF (140ºC) for shor
periods.  Makrofol film begins to soften at a point above the glass transition temperature of
(153ºC). 
 
Makrofol DE and PC films are supplied on rolls up to 48” wide.   
 
Dura-Go™ polycarbonate is available in either sheets or rolls. 

The application suggestions, specifications and other data described here are based on experience that is believed by Tekra
Corporation and Hanita Coatings to be reliable.  Because of the characteristics of these products, you should, before using these
products in production, perform your own tests to determine to your satisfaction whether these products are acceptable and suitable
for your particular purposes under your operation conditions.

Any order for these products will be subject to Seller’s terms and conditions of sale.


